
1.1

Installation Instructions for

Revel Linear Suspension (Fluorescent) 700 _-LSRVL CF
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One Cable Post Configuration

To determine the length of the power cord, feed the air

craft cable attached to the canopy into one of the cable

clutches on the fixture until the desired length is

determined.

Feed the power cord through the canopy until the

desired look is determined.

Leave 6 inches of power cord behind the canopy and cut

off the extra cord.
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POWER CORD
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NOTE: The power cord does not support the fixture. For a

casual “lazy cord” look, cut the power cord several inches
longer than the drop height of the fixture.
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Strip the cable behind the canopy, and strip the ends of

the inner wires.

Connect the bare wire to a suitable ground in

accordance with local electrical codes.

Connect the wire with the white strip to the neutral

power line wire with a wire nut.

Connect the remaining wire to the hot power line wire

with a wire nut.
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SUSPENSION

G P I :ENERAL RODUCT NFORMATION

This product is suitable for damp locations.

NOTE: This product can be mounted two
different ways depending on the availability of
the electrical box location and the desired
mounting position. First configuration uses one
cable post and one canopy with built-in cable
post; section 1. The other uses two cable posts
and one canopy with power cord only; section 2.
Use appropriate instructions for installation.

NOTE: Due to the weight and complexity of this
fixture, assistance will be need for installation.

CAUTION RISK OF FIRE-
This product must be installed in accordance with
the applicable installation code by a person familiar
with the construction and operation of the product
and the hazards involved.

Use minimum 90°c supply conductors.



2

ANCHOR

CEILING

Mark the cable post location point 28.5” away from the

center of the canopy.

Tap the anchor at the marked point into the wall up to

the threaded portion with a hammer.
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FRONT SURFACE
OF THE ANCHOR

Screw the anchor in the rest of the way with a Phillips

screwdriver.

The arrows on the front surface of the anchor indicate

what direction the toggle will open. Adjust the position

of the anchor by slightly turning it clockwise..
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#8 SCREW
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Place all wires properly into the electrical box.

Mount the canopy to the electrical box with two #8-32

screws provided.
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Screw the threaded washer onto the anchor with the

long #8 screw.
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THREADED
WASHER

CABLE POST

Unscrew the threaded washer to separate it from the

cable post.
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THREADED WASHER
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CABLE POST

Tightly screw the cable post back onto the threaded

washer.
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Adjust the aircraft cables until the fixture is level; feed

the cable into the cable clutch to raise the fixture and

push in on the cable clutch nipple to release the cable

and lower the fixture.

Cut off the excess aircraft cable.

Ensure that the set screws in both the canopy and the

cable post are tight with the provided Allen wrench.

Move on to section 3 for lamp and shade installation.
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ALLEN WRENCH

#6-32
SET SCREW

Ensure that the set screws in both the canopy and the

cable post are tight with the provided Allen wrench.

1J

21

21

3



Two Cable Post Configuration

Mark the anchor point locations 28.5” apart and in

accordance to the canopy position.
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28.5”
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ANCHOR

CEILING

Tap one of the anchors at the marked point into the wall

up to the threaded portion with a hammer.
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FRONT SURFACE
OF THE ANCHOR

Screw the anchor in the rest of the way with a Phillips

screwdriver.

The arrows on the front surface of the anchor indicate

what direction the toggle will open. Adjust the position

of the anchor by slightly turning it clockwise..
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Screw the threaded washer onto the anchor with the

long #8 screw.
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THREADED
WASHER

CABLE POST

Unscrew the threaded washer to separate it from the

cable post.
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THREADED WASHER
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CABLE POST

Tightly screw the cable post back onto the threaded

washer.

7

4



AIRCRAFT
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Adjust the aircraft cables until the fixture is at the

desired height and level; feed the cable into the cable

clutch to raise the fixture and push in on the cable

clutch nipple to release the cable and lower the fixture.

Cut off the excess aircraft cable.
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ALLEN WRENCH

#6-32
SET SCREW

Ensure that the set screws in both the canopy and the

cable post are tight with the provided Allen wrench.
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Loosen the screw and cap on the canopy.

Pull the power cord through the canopy until it reaches

the length and look desired.

Leave 6 inches of cord behind the canopy and cut off

extra cord.
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NOTE: The power cord does not support the fixture.

For a casual “lazy cord” look, cut the power cord
several inches longer than the drop height of the
fixture.

Strip the cable behind the canopy, and strip the ends of

the inner wires.

Tighten the screw and cap on the canopy.
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Connect the bare wire to a suitable ground in

accordance with local electrical codes.

Connect the wire with the white strip to the neutral

power line wire with a wire nut.

Connect the remaining wire to the hot power line wire

with a wire nut.
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Place all wires properly into the electrical box.

Mount the canopy to the electrical box with two #8-32

screws provided.
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Install Lamps and Diffuser
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Loosen and remove all three diffuser caps.

DIFFUSER
CAP

3B
LAMP

LAMP SOCKETLAMP SOCKET

Line up the lamp pins into the sockets and rotate the

lamps to lock it in place.

use type T5 high output linearMAX 54 Watt
fluorescent lamp.

CAUTION: To reduce the risk of a burn or electric

shock during relamping, disconnect the power to

the fixture.

2

1

3C

Place the diffuser onto the 3 nipples and secure it by

completely screwing in the three diffuser caps.

DIFFUSER
CAP DIFFUSER

NIPPLE

CAUTION: Do not over tighten the cap.

Overtightening may break the glass and result in

injury. Ensure that the silicone grommet in the glass

NOTE: To re-lamp, reverse section 3.
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SAVE THESE INSTRUCTIONS!

Install End Caps (Optional)

Place the provided double sided tape on the end of the

fixture and install the End Cap by firmly pushing it

completely onto the end of fixture.

Repeat for the other side.
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DOUBLE SIDED TAPE


